A Center for the Arts Technical Specs

Auditorium

Capacity:
406 fixed seats (no balcony) plus a handicapped-accessible seating area

Load in point:
Garage door directly upstage center
- 8’ X 10’ door dimensions
- 10” step down to street level
- 1’5” step down to stage level

Stage Dimensions: (see illustration below)

Width of proscenium: 31’-4”
Height of proscenium: 20’
Distance from Curtain line to edge of apron: 44” (curved apron)
Distance from curtain line to back wall: 40’
Upstage Crossover: 30’
No off-stage wing space
Two Crossover Options:
- Upstage of backdrop
- Downstairs through dressing room area

Backstage entrances
To stage:
All entrances from corridors
- Upstage left - 2 steps down to deck
- Upstage right - 2 steps up to deck
- Stage left & Stage right - just downstage of midstage traveler, level with deck

Entrances from house:
- 2 removable step units - or through corridor doors

Floor color – Flat black

No orchestra pit
Additional information: Organ pit cover just upstage of act curtain
A CENTER FOR THE ARTS
FERGUS FALLS MINNESOTA
AREA PLOT

ALL SPACING IS APPROXIMATE
ALL NUMBERS ROUNDED DOWN TO NEAREST 1/2 FOOT
Fly System
No moving fly rail system

House curtain:
- Austrian - Plum color
- Winch speed - 47 seconds up/down

Masking
Legs and teasers:
- (4) Legs - black
- (1) Teaser permanently hung downstage of mid-stage traveler - black

Sound System
Mixing console: Yamaha TF5 Digital Series
- Input channels: 32 (30 inputs wired to stage in panels of 6)
- Monitor channels:
  - 8 XLR (Unpowered)
  - 2 Speakon (Powered)

Mains Amplifiers:
- (2) Crown K1
- (2) Crown CE 1000
- Crown CE 2000
- Monitor Amplifier
  - Crown K1

Speakers: Custom
- SA Ribbon Tweeter
- DDL 10” Mid Bass Driver
- Macullay Dual 15” Subwoofers
  - Aux Fed (mono)

Monitor speakers:
- (4) JBL Eon 615 (Active)
- (2) Peavey 1245 M (Passive)
- (2) Yamaha BR 15M (Passive)
- (2) Hotspot (Active)
Microphones:
- (4) Shure SM57
- (8) Shure SM58
- Crown PCC 170
- Behringer DI100 Active Direct Boxes

Lighting
Control board:
- ETC Element 40
  - Software v. 2.4

Company switch:
- Upstage right - 25’ above deck
  - 400 Amp - 3 Phase

Dimmers & Control:
- 73 dimmers at 24K Watts capacity
- each dimmer per circuit
  - SCR (Solid State)
  - DMX
  - Edison tails

Instruments:

<table>
<thead>
<tr>
<th>Quantity</th>
<th>Type</th>
<th>Lens size</th>
<th>Watts</th>
<th>Brand</th>
</tr>
</thead>
<tbody>
<tr>
<td>10</td>
<td>Leko</td>
<td>6x22</td>
<td>750</td>
<td>Altman</td>
</tr>
<tr>
<td>10</td>
<td>Leko</td>
<td>6x16</td>
<td>750</td>
<td>Altman</td>
</tr>
<tr>
<td>19</td>
<td>Leko</td>
<td>6x12</td>
<td>750</td>
<td>Altman</td>
</tr>
<tr>
<td>7</td>
<td>Leko</td>
<td>6x9</td>
<td>750</td>
<td>Altman</td>
</tr>
<tr>
<td>2</td>
<td>Leko</td>
<td>3.5x8</td>
<td>500</td>
<td>Altman</td>
</tr>
<tr>
<td>2</td>
<td>Leko</td>
<td>6x1KL6 – 40</td>
<td></td>
<td></td>
</tr>
<tr>
<td>9</td>
<td>Fresnel</td>
<td>6''</td>
<td>500</td>
<td>Altman</td>
</tr>
<tr>
<td>7</td>
<td>Source 4</td>
<td>26°</td>
<td>750</td>
<td>ETC</td>
</tr>
<tr>
<td>3</td>
<td>Source 4</td>
<td>19°</td>
<td>750</td>
<td>ETC</td>
</tr>
<tr>
<td></td>
<td>Spotlights</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>2</td>
<td>Comet</td>
<td></td>
<td></td>
<td>Altman</td>
</tr>
</tbody>
</table>

Misc.
Communication: 6 Personal radios
  - Ear pieces available

Dressing Rooms
Number of dressing rooms:
- 2 Private
- 1 Chorus
Location: Basement
Equipped with:
- Mirrors
- Sink (1)
- Toilet (1)
- Wardrobe racks
Audio monitors can be placed in dressing rooms upon request

Laundry facilities:
None on site
- Syn Speed Queen Laundry (1.0 mile)
  - 1033 W. Lincoln Ave.
  - (218) 731-2804
  - Hours: Open 24 hours

Dry Cleaner:
Rainbow Cleaning Center (0.2 miles)
- 112 E. Washington Ave.
- (218) 736-3391
  - Hours:
    - M-F 7:00AM - 5:30PM
    - Sat 8-12